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Via LT'te® ViaLiteHD" — Secure Serial Digital Link

COMMUNICATIONS

Secure Serial Digital RF over Fiber Link /

Intelligent embedded control

DC to 10 Mbps for RS422, RS485 and TTL

DC to 460 kbps for RS232

TTL input impedance 50 Q, 600 Q or 10k Q

Max data rate for RS422 / 485 configurable at
115 kbps, 500 kbps or 10 Mbps for EMC control
Dual LED display for signal or alarm

¢ Intelligent control via SNMP

(Requires ViaLiteHD M&C module) \

The ViaLiteHD Secure Serial Digital link is designed for high performance digital signalling applications,
transporting unbalanced binary data (logic 1s and 0s) over fibre. It supports all duty-cycle ratios, ensuring
compatibility with a wide range of serial communication systems.

The ViaLiteHD Secure Serial Digital Link is available in transmitter, receiver and transceiver configurations to suit
a wide range of serial communication applications. The transceiver provides full-duplex transmission of RS422,
RS485, RS232 and TTL serial signals over two single-mode optical fibres, while the transmitter and receiver
support simplex transmission over a single single-mode optical fibre. The Tx and Rx simplex configuration is
particularly suited to secure communication applications requiring unidirectional data transmission. The link
supports transmission distances of up to 50 km without the need for optical repeaters, providing reliable, low-
latency serial communication with minimal signal degradation over long-distance fibre links.

The ViaLiteHD Secure Serial Digital link provides reliable remote connectivity for a wide range of serial
communication applications. Typical applications include connecting remote base stations in cellular and TETRA
networks for software updates, configuration, control, and system monitoring. The link is also suitable for satellite
ground station control and monitoring, and for the distribution of network timing and clock signals over long-
distance fibre links.

Features/Options

Low cost in comparison to coaxial cable

Minimal carrier to noise degradation

Intelligent control via SNMP

TTL input impedance 50 Q, 600 Q or 10k Q
Frequency response independent of path length
Compact OEM module for easy integration
Non-conductive and immune to electrical interference
TRx, Tx only and Rx only configurations

Optical Connectors: SC/APC, FC/APC and LC/APC [LC/APC not available for Blue OEM]
Blind mate connectivity [LC/APC]
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Mining and public safety for digital GPS
Government and defence for radar or secure rooms

Outdoor Enclosures

e Satcom for BUC, converter and antenna control e 3U Rack Chassis
e Broadcast for camera control and battery monitoring e 1U Rack Chassis
e Cellular/Network timing for digital GPS into base stations e Blue OEM

e Telemetry for antenna control/switching e Yellow OEM
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Due to our policy of continuing product development, these specifications are subject to change and improvement without notice.



Technical Specification

Serial Digital Link

Units Note Serial Digital Fiber Optic Link
TRx module type for RS232 / RS422 / RS485 HRB-1-00-8R-28-C1310 (example)
TRx module type for TTL HRB-1-00-8R-29-C1310 (example)
Data rate 1 - RS422 and RS485 kbps a 0-115
Data rate 2 - RS422 and RS485 kbps a 0-500
Data rate 3 - RS422 and RS485 Mbps a 0-10
Datarate - TTL Mbps 0-10
Data rate - RS232 kbps 0-460
Input impedance - RS422 and RS485 Q 120
Input impedance - RS232 kQ >=3
Input impedance 1 - TTL Q @ 50
Input impedance 2 - TTL Q a 600
Input impedance 3 - TTL kQ a 10
TTL drive capability Q 50
Duty cycle distortion (Typ) % b 5
Bit error rate 10E-8 <1
RS output rise / fall time ns ¢ <25
Jitter mul <10 (rms), 100 (peak)
Delay ns (Typ) ¢ 300
Optical connector FC/APC, SC_/APC, LC/APC,
[LC/APC not available for Blue OEM]
Optical wavelength nm 1310 (default) CWDM 1270-1610 nm = 3nm
Laser type DFB - Distributed feedback laser
Optical power output dBm (Typ) -6
Optical power budget dB 10
Power W (Typ) 0.7
Power W (Max) 1.2

Operating temperature range

-20 °C to +55 °C

Storage temperature range

-40 °C to +70 °C
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configurable
@ 115 kbps
@ 10 Mbps
With 1m fiber




Serial Digital Link
Communication Interface Connections

3U and 1U rack chassis cards 9-Way female D-type connector
Blue OEM 15-Way Molex CGRID connector
Yellow OEM 30 pin edge connector

NOTE: Please refer to the ViaLiteHD Support Module Handbook for full details on the Pinouts for the
communication interface connectors listed in the table above.

Optional Accessories

Various lengths of 1PPS TTL input and output cables are available (to be ordered as separate line items) for
interfacing with cards in the ViaLiteHD chassis, 9-way D-type connector to BNC plug. Spares and replacements
may also be ordered when required, contact ViaLite Communications for more details.

73870 Input

73871 Output 6m
73892 Input

73893 Output 3m
73894 Input

73895 Output 1m
73890 Input

73891 Output 15cm
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